
 

Application:
For all enclosures with sheet metal doors such as mailboxes, lockers, 
control cabinets etc.

Easy installation with slip-in support plate and set screws which serve as 
cam stops

Specification:
• Housing made from solid natural brass; surface nickel plated
• Serrated key made of nickel silver
• Supplied with a 16mm x 60mm x 2.5mm (4mm Crank) Cam as

standard (alternative cams available on request)
• 6 Pin cylinder
• Advanced “EKE” (Easy Key Entry) function as standard

Included with Cylinder:
• 2 Keys per cylinder
• 1x M24 Cylinder fastening nut
• 1x Cam fastening nut
• 1x Cam
• Security card for cylinder ownership and authorisation duplicate key

ordering
• Installation and maintenance instructions

Standard Surface Finishes:
• Nickel Plated (NI)
• Satin Brass (SB)

Special Surface Finishes:
• Satin Chrome (CR)
• Polished Chrome (CRP)
• Polished Brass (PB)
• Medium Bronze (BM)
• Dark Bronze (BD)
• Black, Matt (BKM)

Hex nut M10x1

Star washer J10.5

Hex nut M24x1

Camlock Cylinder 
BMZ1 - Serrated Key Systems
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Available Patented Systems: 
• pextra+

Available Legacy Systems:
• pextra




