


 

Annex 1 of  

Certificate of Constancy of performance no. 0432-CPR-00026-39 (Version: 01) 
Page 1 of 2 

 

List of Products 
Type :  „BTS 75 R EN 2-5“ 
Description :  Floor spring with double action function, hydraulic damping and 

mechanical back check. 
Mounting :  concealed fixing under the door (standard installation) 
Size :  2 - 5 
Classification / mounting :  3   8   2-5   1   1   4 
Manufacturing plant :  DO 2.20 
Remarks:  -/- 

Intended use: 
For single and double leaf fire- and/or smoke swingdoors 

 

  

Essential characteristics Clauses with requirements in 
EN 1154:1996/A1:2002/AC:2006 Performance of product 

Self-closing 5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
 Concealed fixing under the door 
5.2.8  Overload test 
5.2.9  Temperature dependence 
5.2.10  Leakage 
5.2.11  Damage 
5.2.12  Latch regulation 
5.2.13 Back check 
5.2.14 Delayed action 
5.2.15 Adjustable force 
5.2.16 Free play at zero point position 
5.2.18 Use on fire-/smoke protection 
doors 

passed 
passed (Size 2-5)  
passed (Size 2-5)  
passed (Size 2-5)  
passed (Size 2-5)  
 
passed (Class 3) 
passed (Size 2-5)  
passed (Size 2-5)  
passed 
passed 
not applicable 
passed 
not applicable 
passed 
passed 
Class 1: passed 

Durability 
Self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3   Corrosion resistance  

Class 8 (500 000 cycles): passed  
Class 4 (240h): passed 
Class 4 (240h): passed 
Class 4 (240h): passed 

Dangerous substances Annex ZA.3 The manufacturer has not declared any dangerous substances. 
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Type :  „BTS 75 V EN 1-4“ 
Description :  Floor spring with double action function, hydraulic damping and 

mechanical back check. 
Mounting :  concealed fixing under the door (standard installation) 
Size :  1 - 4 
Classification / mounting :  3   8   1-4   1   1   4 
Manufacturing plant :  DO 2.20 
Remarks:  -/- 

Intended use: 
For single and double leaf fire- and/or smoke swingdoors 

 

 
 
 

Essential characteristics Clauses with requirements in 
EN 1154:1996/A1:2002/AC:2006 Performance of product 

Self-closing 5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
 Concealed fixing under the door 
5.2.8  Overload test 
5.2.9  Temperature dependence 
5.2.10  Leakage 
5.2.11  Damage 
5.2.12  Latch regulation 
5.2.13 Back check 
5.2.14 Delayed action 
5.2.15 Adjustable force 
5.2.16 Free play at zero point position 
5.2.18 Use on fire-/smoke protection 
doors 

passed 
passed (Size 1-4)  
passed (Size 1-4)  
passed (Size 1-4)  
passed (Size 1-4)  
 
passed (Class 3) 
passed (Size 1-4)  
passed (Size 1-4)  
passed 
passed 
not applicable 
passed 
not applicable 
passed 
passed 
Class 1: passed 

Durability 
Self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3   Corrosion resistance  

Class 8 (500 000 cycles): passed  
Class 4 (240h): passed 
Class 4 (240h): passed 
Class 4 (240h): passed 

Dangerous substances Annex ZA.3 The manufacturer has not declared any dangerous substances. 
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